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REFER TO SOP5.1 AND SDP5.2 FOR
ELEVATION VIEWS.

ITEM #1 FROM 5-11(E)(2) IS ADDRESSED:
~ALL FACADES INCLUDE COLOR CHANGE
AND A BAND DESIGN BETWEEN THE
‘GROUND AND UPPER LEVELS TO
DESIGNATE THE BASE OF THE BUILDING
FROM THE UPPER FLOORS

~THE NORTH FAGADE FACING CENTRAL
AVENUE HAS A TILE CHECKERED
WAINSCOT 3 HIGH RELATING TO HU
'SCALE AT GROUND LEVEL AND BRINGING
INTHE GOALS OF THE ROUTE 65 ACTION
PLAN BY CELEBRATING ROUTE 66.

~THE NORTH FAGADE FACING CENTRAL
AVENUE HAS A SPACE DEDICATED FOR A

OPEN SPACE CALCULATIONS

TABLE 247/ MX-H ZONING
USABLE OPEN SPACE
18D 200 SF PER UNIT

SF x 72 UNITS = 14,400 SF

28D: 250 SF PER UNIT

250 SF x 20 UNIT:

SABATINI

FUTURE MURAL AT THE GROUND LEVEL 000 SF
EXSTNG DRiye ) THATWILL BE LOGALLY SOURCED AND | TOTAL 76,400 SF REQUIRED OPEN SPACE ARCHITECTURE
TO REMAIN WILL BE INSPIRED BY HISTORIC ROUTE | PROVIDED OPEN SPACE: 19,898 SF. DESIGN
2800 o6,
] EXISTING. ITEM #2 FROM 5-11(E)(2) I ADDREsseD: | PROJECT NO. INSPIRATIBN
NORTH EAC
— ; — “THE NORTH FACADE DESIGN INCLUDES | APPLICATION NO.
— 2 RAISED PLANTERS 3 HIGH
u EXISTING ASPHALT |~ WINDOWS ON ALL UPPER FLOORS THAT
z PROVIDE NATURAL LIGHT. 1S AN APPROVED INFRASTRUCTURE LIST REQUIRED?
. EM “GROUND FLOOR WINDOWS INTO [ IVES [ JNO. IF YES, THEN A SET OF APPROVED
EH COMMUNITY AMENITIES CREATE A DRC PLANS WITH A WORK ORDER IS REQUIRED FOR ANY
i3 Exg;\g“: ZEEESTR‘AN EXPERIENCE. CCONSTRUCTION WITHIN PUBLIC RIGHT OF WAY OR FOR
L G
uiE D AbE WoLUDES THE CONSTRUCTION OF PUBLIC IMPROVEMENTS.
— z98 NORTH EAST COURTYARD ACCESS WITH ARCHITECT
g3 WEATHER PROTECTION ALONG THE DRB SITE DEVELOPMENT PLAN APPROVAI
L z6 DOOR BY INCLI Y
EEy TR STAR EXIT ALONG THE EAST
— wzo FAGADE HAS WEATHER PROTECTION
\WITH A CANOPY. RONALD A
-ALL FLOORS INCLUDE WINDOWS FOR WK:E;;;DON
NATURAL LIGHT. X 5
PROTECTION ON THIS ELEVATION IS TRANSPORTATION DIVISION 2
— INCLUDED AS AN ADD ALTERNATE PER
28.0 RAD| THE SUGGESTION OF THE PLANNING
DEPARTMENT AND THE BUILDING 09-11-2020
OWNER
SOUTH FAGADE ABCWUA DATE: ENGINEER
/ - HAS WEATHER PROTECTION AND
‘SHADE CANOPIES ABOVE BUILDING
ENTRANGE NEAR THE DOG PARK AND AT
THE STAIR ENTRY.
- WINDOWS ON ALL FLOORS THAT PARKS & RECREATION DEPARTMENT DATE:
PROVIDE NATURAL LIGHT.
AN OPTION FOR ADDITIONAL SHADE
PROTECTION ON THIS ELEVATION IS
TRACT D INCLUDED AS AN ADD ALTERNATE PER 5
VIDEO ADDITION THE SUGGESTION OF THEPLANNING | CITY ENGINEER/HYDROLOGY DATE:
EXISTING DEPARTMENT AND THE BUILDING
PARKING LOT
WEST FACADE
“WINDOWS ON ALL UPPER FLOORS THAT DATE:
OO N AL UPPE ENVIRONMENTAL HEALTH (CONDITIONAL) PROJECT
“PRIMARY PEDESTRIAN ENTRANCE
ALONG THE WEST FAGADE IN THE ENTRY >
COURTYARD
-SHADE AND WEATHER PROTECTION | SOLID WASTE MANAGEMENT DATE: [
ALONG THE MAIN ENTRANCE —
“TRELLIS DESIGN IN THE NORTHWEST =
ENTRY COURTYARD TO PROVIDE SHADE. 5
-AN OPTION FOR ADDITIONAL SHADE 2
PROTECTION ON THIS ELEVATION IS DRB CHAIRPERSON, PLANNING DEPT. DATE:
GLUDED AS AN ADD ALTERWATE PER =
THE SUGGESTION OF THE PLANNING S o
DEPARTMENT AND THE BUILDING w&
OWNER CODE ENFORCEMENT DATE: (@] 3 ~
o
TEM 43 FROM S-41(EXD) I O
e LEGEND B
“THE NORTH FACADE DESIGN [
ICORPORATES 5 STUCCO COLOR = 2
CHANGES INTEGRATED IN A MINIMUM OF "] Lanoscape area Ogu
EVERY 35 LINEAR FEET. " =F=
-THE NORTH FACADE WILL HAVE A Z=z9
MURAL DESIGN WITH COLOR CHANGING REINFORCED CONGRETE g 14
\ND WILL BE » o g
THROUGH THE CITY PUBLIC ART o
PROGRAM. HEAVY DUTY ASPHALT (RATED FOR UP TO 75,000 LBS) 89
“THE CHANGE IN WALL PLANE OF AT <32
LEAST 1FOOT INDERTH OCCURS AT ILcoa
LEAST EVERY 100 LINEAR FEET AND STABILIZED CRUSHER FINES ¥ =
EXTENDS AT LEAST 25% OF THE LENGTH <
‘OF THE FACADE.
-THE NORTH FACADE HAS A BASE PERMEABLE PAVING zZ
TREATMENT USING 3 FEET HIGH TILE <
WAINSCOT.
JTHE DESIGN NGLUDES GHANGE 1% LIGHT DUTY ASPHALT =
ARAPET HEIGHT FOR EVERY 100 LINEAR
FEETOF THE FAGAOE T FIRELANE STRIPNG MARKING FIRE ACESS LANE, REF: AISDP1.2 2
EAST, SOUTH AND WEST FACADE —
“THE CHANGE IN WALL PLANE OF AT ————'—  PROPERTYLINE
LEAST 1 FOOT IN DEPTH OCGURS AT
LEAST EVERY 100 LINEAR FEET AND Q! FIRE HYDRANT APPLICATION TO
EXTENDS AT LEAST 25% OF THE LENGTH
CETHERAGADE e 1 POST INDICATOR VALVE (PIV), RE: CONGEPTUAL UTILITY PLAN DESIGN REVIEW
- 1 X
=T PARAPET HEIGHT FOR EVERY 100 LINEAR 4 FIRE OEPARTIENT GONNECTION (FOC) WALL-NOUNTED BOARD (DRB)
FEET OF THE FAGADE.
: — BIKE RACK REVISIONS
SITE PLAN (RACTELA SIDEWALK RAVP (ARROW POINTS DOWN) A
IDEG ADDI
Al s boc 0 et P ——————— RN
HOME DEPOT GARDEN CENTER PER PNM STANDARDS A
PERIMETER FENCE A
GENERAL SHEET NOTES OSHEET KEYED NOTES PROJECT DATA & ACCESSIBLE PARKING WITH ACGESSIBLE SIGAGE AND STRIPIG,
A DIVENSIONS ARE TO FACE OF CURS, OR WAL, OR EDGE OF PAVEMENT UNLESS | 1. BULDING IDENTIFICATION PER REQUIREVIENTS IN SECTION 505 OF 22, EXISTING GMU WALL TO REVAN 39, TRASH ENCLOSURE AND MANTENANGE STORAGE, REF: AG/SDP1.3] ZONING: REF: AUSDP1.2, MISDP1.2 & B4/SDP1.2
'OTHERWISE NOTED. THE 2015 INTERNATIONAL FIRE CODE 23. PEDESTRIAN SLIDING GATE 40. EXISTING CONCRETE CURB AND GUTTER, REF: A2/SDP1.2 IDO - MIXED-USE - HIGH INTENSITY ZONE DISTRICT (MX-H) cowscT - COMPACT PARKING; REF: DS/SDP1.3
B. SITE PLAN SHALL COMPLY WITH LOCAL, FEDERAL AND ACCESSIBILITY STANDARDS| 2.  NEW FIRE HYDRANT. PAINT SAFETY ORANGE. SEE CIVIL. 24. DEDICATED RESERVED VAN POOL AND CAR POOL PARKING WITH 41, 3 HIGH CMU WALL, REF: ELEVATIONS SDP5.1 METROPOLITAN REDEVELOPMENT AREA (MRA) - EAST d DRAWN BY AG. JF
& GUIDELINES, INCLUDING THE INTERNATIONAL FIRE CODE (IFC) 2015. "TRASH AND RECYCLING ENCLOSURE WITH GATE, REF: A1/SDP1.3, SIGNAGE & BOLLARD, REF: C5/SDP1.2 AND B5/SDP1.2 FOR 42. RESIDENT MAIN ENTRANCE GATEWAY 20 LcuTrole
C. ALL CURBS AND ACCESSIBLE RAMPS WILL BE DESIGNED AND BUILT ACCORDING A3/SDP1.3, A5/SDP1.3, B1/SDP1.3, B3/SDP1.3 AND C3/SDP1.3 . BOLLARD 43. VEHICULAR ROLLING EXIT GATE, PROXIMITY ACTIVATED MAJOR TRANSIT CORRIDOR AREA [R=) REVIEWED BY RAW, HFG
TOTHE CITY OF ALBUQUERQUE STANDARDS. 4. WALKWAY CONNECTION TO CENTRAL AVE SE. 25, SIDEWALK WITH TURNDOWN EDGE, REF: B3/SOP1 2 DOG PARK ENTRANCE ROUTE 66 ACTION PLAN U 6 BOLLARD WITH SIGN 3
D, AL LIGHT FIXTURES AN LIGHTING DESIGN SHALL COMPLY WITH THE CITY OF |5, ELECTRIC METER BANK 26, PARTIALLY REUSED WALL WITH a5 SUPPORT, 14" LEGAL DESCRIPTION: DATE 0911112020
ALBUQUERQUE INTEGRATED DEVELOPMENT ORDINANGE (IDO): SECTION 14-16.5 | 6. ACCESSIBLE PARKING WITH ACCESSIBLE SIGNAGE AND STRIPING,  FENCE ABOVE - TOTAL HEIGHT 6-0° (DESIGNED TO SCREEN 46, SDEWALK CULVERT TRACT C, VIDEO ADDITION, FILED IN THE BERNALILLO PROJECT DATA
'OUTDOOR LIGHTING. REF: AJ/SDP1 2, BS/SDP1.2 & C5/SDP1.2, ADJACENT REAR PROPERTY FROM HEADLIGHTS, DEMOLISH DOWN 47 PAINTED CROSSWALK COUNTY CLERK AND RECORDER'S OFFICE AUGUST 9, 1994, PROJECT NO. 190058
E. STREETS, PARKING SPACES AND ASSOCIATED DRIVES TO BE ASPHALT UNLESS  |7.  ACCESSIBLE RAMP, REF: C1/SDP1.2, C2/SDP1.2, C3/SDP1.2, AND TO 3-0° AND REPLACE EXISTING WALL AS REQUIRED) 48. EXISTING FIRE HYDRANT IN BOOK 94C AT PAGE 263 PARKING CALCULATION: (TABLE 5-5-1) a
NOTED OTHERWISE. G4SD0P12 27, CLEAR SIGHT TRIANGLE LANDSCAPING, FENCING AND SIGNING 49, BUILDING KNOX BOX REQUIRED SPACES: 83 SPACES DRAWING NAVE
F. PROVIDE POURABLE SEALANT AT ALL EXPANSION JOINTS IN CONCRETE 8. MOTORCYCLE PARKING: REF: CS/ASP1.2 WILL NOT INTERFERE WITH CLEAR SIGHT REQUIREMENTS. 50, EXISTING CLEAN OUTS RELOCATED INTO LANDSCAPE AREA {15 SPACES  DWELLING UNITS: 92 X 1.5 = 138 SPACES MINUS PARKING
SIDEWALK, WHERE EXPANSION JOINT MATERIAL IS PROVIDED BETWEEN WALLS (9.  BICYGLE STORAGE ROOM (30 BICYCLES) PER IDO SECTION 5-5(E) THEREFORE, SIGNS, WALLS, TREES, AND SHRUBBERY BETWEEN 3 51, FIRE LANE; REF: Ad/SDP1.2 NA M CREDIT OF 55 SPACES FOR PROXIMITY TO TRANSIT, VANPOOL PARKING, AND SITE
'AND SIDEVALKS AND BETWEEN ASPHALT AND CONCRETE JOINTS. AND DPM STANDARDS AND 8 FEET TALL (AS MEASURED FROM THE GUTTER PAN) WILL 52, EXISTING SIDEWALK STREET SIDE - 5 MIN/ NAAX ‘OFF-STREET PARKING = 83 SPACES REQUIRED)
G. PROVIDE AIR ENTRAINED CONCRETE WITH MEDIUM BROOM FINISH AT ALL SITE | 10. MONUMENT SIGNAGE MOUNTED ON EXISTED WALL, REF: NOT BE ACCEPTABLE IN THE CLEAR SIGHT TRIANGLE. 53, GATE, FIRE ACCESS ONLY INTERIOR- 0, REAR= 15 PROVIDED PARKING = 85 TOTAL SPACES PLAN
CONCRETE. SLOPE ALL CONCRETE SIDEWALKS TO DRAIN, TYP. RE: CIVIL FOR D3ISOP1 3 26, EXISTING 50" ELECTRIC & TELEPHONE EASEMENT, FILED: AUGUST 54. LIGHTED BOLLARD. {77 STANDARD SPACES + 8 VAN ACCESSIBLE SPACES)
SPOT ELEVATIONS, AND GRADING AND DRAINAGE REQUIREMENTS. 11, SHADE STRUCTURE 14,1967, BOOK B76, PAGE 779 55 GATE KNOX BOX
H. SOLID WASTE CONNECTION IS THE RESPONSIBILITY OF THE CITY OF 12. PLANTER 29. CONCRETE HEADER CURB; REF B1/SDP1.2 56. FIRELANE STRIPING MARKING FIRE ACCESS LANE; REF: A4/SDP1.2 MOTORCYCLE PARKING REQUIRED 3 SPACES
ALBUQUERQUE SOLID WASTE DEPARTNENT. 13 6 WIDE CONCRETE SIDEWALK PER COAIDO STANDARDS, REF: 30, VEHICULAR ROLLING ENTRY GATE, FOB ACTIVATED & LEGEND MOTORCYCLE PARKING PROVIDED 3SPACES
|| LANDSCAPE AND SIGNAGE WILL NOT INTERFERE WITH CLEAR SIGHT BASDP1 2 31, FIRE DEPARTMENT CONNECTION (FOC) WALL-MOUNTED 57. 3 HIGH CMU WALL WITH 3 HIGH ORNAVIENTAL FENCE ABOVE: REF
REQUIREMENTS. THEREFORE SIGNS, WALLS AND PLANTING BETWEEN 3 FEET AND | 14. 8' WIDE SIDEWALK CONCRETE, REF: B4/SDP1.2. 32. ELECTRICAL TRANSFORMER (ON 6" CONCRETE PAD) D2/SDP1.3 BICYCLE PARKING REQUIRED =23 SPACES
8 FEET TALL (AS MEASURED FROM THE GUTTER PAN) WILL NOT 8E PERMITTED IN_ |15 NEW CONCRETE CURB AND GUTTER, REF: A2ISDP1 2 33, POST INDICATOR VALVE (PIV) 5. DEDICATED RESERVED LOADING/UNLOADING PARKING WITH (0.25 SPACES PER DU =92 X 0.25 = 23 SPACES)
THE CLEAR SIGHT TRIANGLE. 16. FLUSH CONCRETE SIDEWALK, REF: B3/SDP1.2 34. DOWNSPOUT TO COBBLE RUN OFF, RE: CIVIL PLANS SIGNAGE & BOLLARD, REF: C5/SDP1.2 DI BICYCLE PARKING PROVIDED =42 SPACES
4. ALL EXISTING ASPHALT AND CONCRETE TO BE REMOVED PRIOR TO 17. FIRE RISER ROOM 35. OPTION FOR FUTURE CITY BUS SHELTER (CONCRETE PAD 59, PEDESTRIAN GATE; REF: D5/SDP1.2 FIRST LEVEL 17,506 GSF (30 INDOOR BICYCLE SPACES + 12 OUTDOOR BICYCLE SPACES) ‘SHEETNO.
CONSTRUCTION 18 OUTDOOR BIKE RACK/PARKING PER IDO AND DPM STANDARD WITH  PROVIDED) 60. DO NOT ENTER SIGNAGE; REF- C5/ASP1.2 'SECOND LEVEL 17,095 GSF
K. REMOVE EXISTING TREES TWO-POINT BIKE LOCKING, REF: C1/SOP1.3 36. OPTION FOR PHOTOVOLTAIG (PV) CAR PORT, SEPARATE PERMIT 61, SIGHT MIRROR, POST-MOUNTED. THRD LEVel 17,095 GSF 12 OUTDOOR SPACES ARE PROVIDED FOR VISITORS THAT ARE FIXED, S D P 1 1
L. ANACCESSIBLE ROUTE, IN COMPLIANCE WITH ACCESSIBILITY STANDARDS OF THE| 19. PARKING STRIPING 4' WIDE, COLOR WHITE REQUIRED 62. SIDEWALK ACCESS EASEMENT TO BE DEDICATED TO THE CITY OF | EQURTH LEVEL 17,095 GSE PPERMANENT AND ARE LOCATED AT MULTIPLE RACKS SERVING THE .
PROJECT, CONNECTS FROM THE BUILDING TO ACCESSIBLE PARKING SPACES AND |20 PROPERTY LINE 37. VERTICAL MARQUEE SIGN, REF: C2/SDP1.3 AND B1/SDP1.3 ALBUQUERQUE TO INCLUDE 6-0" OF SIDEWALK MINIMUNM TO BACK L 68783 GSF LEASING OFFICE, AND ALONG CENTRAL AVENUE PER THE ROUTE 66
TO ALL SITE AMENITIE! 21 FENCE, REF: D4/SDP1.2 38. BENCH OF CURB ON CENTRAL ACTION PLAN OF




2" SQUARE STEEL TUBE
TOP AND BOTTOM RAILS,

[T

IOTES:
1. OPTIONAL MASONRY CURB AS NEEDED

NGTES

1. SEE AS101 FOR FENCING AND GATE LOCATIONS.

wores NOTE: REFER T0 A2SB301 it 2. INSIDE ELEVATION SHOWN. WIRE FENCING CONTINUES ON FRONT OF PANEL ON OUTSIDE OF GATE
1. INSTALL PER MANUFACTURER'S DETAILS AND SPECIFICATIONS e uBE % 3. FOR GATES ALONG THE EAST DO NOT NCLUDE PANIC HARDWARE ON THE INTERIOR AND NGLUDE A
POSTS §50.. M
PANTED FINSH ReINFoRCED ’ WiRE
FERVEDWTE FALS. KNOCK-OUT BOND BEAM FANTED MASONRY WAL " . =
WIDTH VARIES. SEE SITE PLAN INTERMEDIATE RAILS d CLOSER 6-0" TALL ORNAMENTAL.
WIPAINTED FINISH,40.0. WX SRAVEL DRAIN TO DAYLIGHT FERGING, TYP
1], DOMES @ 1.670" O/C 1 DISCHARGE 4" X 4" SQ FRAME, 14 GAUGE
8" x 4" x 1/4" STEEL MOUNTING MASONRY TO RETAIN AS- FENCE POST HEAVY DUTY HINGE SET
. PLATE W/ PAINTED FINISH, NEEDED, RE: GRADING AND i 12 GAUGE FOR
P REINFORCED .
RE! STRUCTURAL DRAINAGE PLAN WRAP GRAVEL WITH CROSS BRACING
& KNOGK-OUT BOND BEAN FLTER FABRIC
2 FANTED MASONRY WAL T EREAGOF NG BELOW GRADE 16 GA PERFORATED METAL PANEL W/
3 ® 40% MAX OPEN SPACE, §* @ MAX PERF
2 o compacrED SI2E, WELDED T0 GATE AND FENCE
& o GROUTED CELLS SoLID BELOW GRADESONPACTE AL AT PANIG BAR LOGATIONS, PANTED
ME:] 00000000 ® ‘SURFAGE VARIES, TO MATGH FENCE.
Al ° 4" DIAMETER PERFORATED PIPE;
g ceccccse o [RES E SeE o1 PANIC BAR WITH TOUCH BAR @
g eeeceoaea @ :, BOLT KEEPER, AND
@eeeessa @ LATCH BOLT ON INSIDE FACE OF
e e0008080 ® CONCRETE FOOTING FOB ACCESS GATE. FOB ‘OUTSIDE.
] coocooee : N [ PERMANUFACTURER ENTRY AT REFER TO NOTE FOR EAST FENCE
= °cececce ° GROUTED CELLS ‘CONG. FTG. W/ REBAR REINFORCING RECOMMENDATIONS, EXTERIOR AND GATES
'SOLID BELOW GRADE APPROXIMATE DIMENSIONS EXIT DEVICE AT 'CONCRETE SIDEWALK, SEE A1/AS501
DETECTABLE MASONRY RETAINING 6' TALL ORNAMENTAL GONGRETE FOOTIG, Fve
WARNING SURFACE WALL P T
=TT 12 H'T
D1 1" =1-0" 0 112 1 CMU WITH CONC. FTG. W/ REBAR D3 2= 140" 0 il 2 D4 WIRE FENCE M
REnroRoNe w1 ORNAMENTAL WIRE
~— Lanosoape ORNAMENTAL FENCE PEDESTRIAN GATE
o AReA D2)—— o
ASPHALT - — D 5 38" =107 )
PANG = I
DETECTABLE —
WARNING SIGN,
12" EXPANSION JOINT & concreTe Rer Drisop12
e e FIEADER CURS, HEAVY BROOM FINiSH
SEE A1SDP1.2 REF: B1/SDP1.2 PERPENDICULAR TO Juororcrelg
s & CCONCRETE SIDEWALK, TRAFFIC FLOW . PARKING 1-0
conrtre perEcme M=) 1z eromson son, N e oo, 8| |
SDEWALK. ReE: WARNNG SION |/~ uew oo sy Ste AsSDR12 Linoscape SeEATSOPTS wy .
e BT Sor e ME
Sbors | - 0 DO NOT
R e i * e ey
A, ° REF: D2/SDP12 il ododes RAMP TRANSITION: = N
| o geaeaas REF: A1/SDP1.2 10"
DErecTABLE E e ENTER
WARNING 810K L s ExpansioN
REF: D1/SDP1.2 B5EsRsiss: JOINT, SEE VAN POOL. .
5 RAMP TRASITION, EEEE . A550P1 2 : N
HeAv BROOM FINSH B SeEAJRDP 1S o & CONGRETE CURS 4 5| [ orren.
PERPENDICULAR TO 8¢ 28 ¥ -
Seasstes: REF: A2/SDP1.2 PARKING
sLope o rAvP e HeAvER duse, LaDINg 2% i ST L soe 1 roR sianLoCATIONS
CONCRETE HEADER 2 v SEE D2/SPP12 PAVING. REFER TO B4/ASP1.2 FOR SIGN POLE REQUIREMENTS
CORa BrisDPLL TIP J——
112" EXPANSION JOINT, "ACCESSIBILITY SIGNAGE \_ FLusH CoNGRETE 112" EXPANSION JOINT, WARNING SIGN:
SEE AS/SDP1 2, TYP WITH BOLLARD, SEE SIDEWALK; REF- B3/SDP12  SEE AS/SDP1.2, TYP.
ACCESSIBLE RAMP \ ACCESSIBLE RAMP ACCESSIBLE RAMP ACCESSIBLE RAMP Cs)LRAFFIC SISNAGE
34" = 10" 0
Cl)ats 2t : c3)ar : (Cay £
WETAL SIGNS PER STATE / LOGAL GODES, GOLOR
WHAITE WITH GREEN FRAME
CONDITION VARIES, SEE SITE TEXT COLOR: GREEN
NOTES: FOR DROP-OFF/PICK-UP AREAS AND SYVBOL COLOR WHITE ON ADA BLUE
1. SE‘E AS/SDP1.2 FOR SIDEWALK JOINTING. 'CONVENIENCE TRASH/RECYCLE - TEXT: PLATE OR PLACARD REQUIRED
CAST-IN-PLACE CONCRETE, 2. CAST-IN-PLACE CONCRETE, LIGHT BROOM FINISH ENCLOSURE. NOTES: COLOR: GREEN
LIGHT BROOM FINISH, WITH PERPENDICULAR TO TRAFFIC FLOW, WITH 1/2* RADIUS ON 1. SEE SITE PLANS AND AS/SDP1.1 FOR JOINTING. i 'SERVED PARKING VIOLATORS ARE
/2" RADIUS ON EXPOSED EXPOSED EDGES. FLUSH ASPHALT 2. CASTIN-PLA PAVING LIGHT ARTO ® SUBJECT TO A FINE ANDIOR TOWING 66-7-352.5
s ity TRAFFIC FLOW WITH 115" RADIUS ON EXPOSED EDGES g NVSA 1975, COLOR. RED
(2) #4 CONT AROUND EDGE PHAL CONCRETE 3. INTEGRAL COLOR WHERE NOTED ON PLANS.
PAVENENT. SDEWALK & FINISH GRADE FOR LANDSCAPE AREAS SHALL BE 112" BELOW TOP OF PAVING. VAN ACGESSIBLE SIGN AS
#4 @ 48" OC VERTICAL *+ SEE PLANS INDICATED ON PLAN
FOR LOCATION VARIES, SEE SITE PLAN 5
L 11/2" OD GALV STEEL PIPE.
MAXIUUM 2% CROSS SLOPE
W 6" OD GALV STEEL PIPE FILLED
. W CONGRLTE I 18" x 36"
3 . DEEP, 3000 P51 CONCRETE
~ FOOTING. PAINT PIPE
CONDITION VARIES 'CONDITION VARIES
EXPANSION JONT, : R
EAION COMPACTED CoPACTED COMPACTED SUBGRADE
& SUBGRADE 'SUBGRADE CONDITION VARIES, LANDSCAPE AREA o L
'COMPACTED SUBGRADE o 'SHOWN. SEE SITE PLAN. o
CONCRETE HEADER SIDEWALK WITH FLUSH CONCRETE BOLLARD REINFORCED,
Bl B2 iz 11z, B3/ —is 1z L2 B4~ ez ACCESSIBLE PARKING SIGN
B5
P PR i
Nores HEADERCURE, - RAMP DOWN
1" WHERE BAGK OF GURB AND GUTTER IS EXPOSED ALONG A RAWP, ADD 17° RERD2.8DP1 3 12 SLOPE VA R i
RADIUS ON EXPOSED EDOES. . \ e '\ x| i el T SAWCUT 316 WIDE x 1/3rd DEPTH
2. CAST-IN-PLACE CONCRETE, LIGHT BROOM FINISH, WITH 1/2" RADIUS ON DN hd E’g ;LagNSSEE SITEPLAN FOR
EXPOSED EDGES. 'SAWCUT CONTROL JOINT
"FIRE LANE" AND "NO 1/4" WIDE x 1" DEEP TOOLED
CONCRETE HEADER CURB EXPANSION JOINT, PARKINGY ALTERNATE = CONGRETEJONTWITH 1"
. SEE RSROPT LABELS EVERY 01 e RADIUS ON EDGES, SEE SITE
REFLEGTIVE PANT - . PLANFoRLocATIONS
oetecmeLz waRsG conomon varis, o [ HeTAL sis per CoLoR WHITE . .
——————————— SIDEWALK SHOWN, 16" & PIPE BOLLARD & ACCESSIBILITY VERTICAL FACE CONCRETE JOINT

ONCRETE RAMP=
il

"TYPICAL AT EDGE,
(2)# CONTINUOUS

COMPACTED SUBGRADE

A1

112

(1) #4 CONT

SLOPE TO MATCH
SLOPE OF
ROADWAY

PAVING AS
NOTED ON
PLANS

T | eo

INTERNATIONAL SYMB(

80" FOR VAN ACCESSIBLE AISLE

NOTE: SIDEWALKS TO BE 2% CROSS-SLOPE MAXIMUM

ACCESSIBLE

COMPACTED I PN (2) 4 CONT
SUBGRADE wawoc  LoTPANEDTEM ||
CONCRETE CURB  masverse
& GUTTER
A2 T ——TT A3 s

PARKING

0

PAINTED PARKING AISLE, 4"
WIDE, TYP. COLOR: ADA BLUE

NOTE:
APPLY TWO COATS OF PANT

SIGNAGE, SEE BSDP1.2, TYP

YMBOL
OF ACCESSIBILITY, SEE BC1AS502

REFLECTIVE
HIOUNT AS PER PAINT COLOR: RED
BAISDP12 N

ASPHALT PAVING FLUSH W/ ®

‘CONGRETE SIDEWALK, SEE DA/SDP1.2 | FIRE LANE SIGN I

NOTES
1. SEE PLANS FOR EXTENTS OF CURB PAINT.

FIRELANE STRIPING
AND SIGNAG

112 = 10" 0

Ad

OF CURB ONLY

CONTROL AND EXPANSION JOINT SPACIN

1z

POURABLE FILLER (COLOR TO
MATCH CONGRETE) ON BACKER
o ROD, 14" RADIUS ON EXPOSED

EXPANSION JOINT EDGES

ILESS NOTED OTHERWISE ON PLANS)|

CURBEGUTIER, [SWAK  [BwWAKE  [6-1Z
'OF CONCRETE ROLL, HEADER, BLDG APRON | WALK
FLlsiiGurss
CONTROL JOINTS 40C 5 0C 8'0C 6 0C
ExPANSION JoNTS | 1506 woc|awoc |woc
CONCRETE JOINTS
& JOINT SPACING
AS)—w IR T

SABATINI

09112020

[ I
ENGINEER

PROJECT

10600 CENTRAL AVE SE
ALBUQUERQUE, NM 87123

LUMINARIA SENIOR COMMUNITY

APPLICATION TO
DESIGN REVIEW
BOARD (DRB)

REVISIONS

>>>>

DRAWN 8Y

REVIEWED BY RAW, HFG
09/11/2020

19-0058

DATE
PROJECT NO.
DRAWING NAVE
SITE
DETAILS

‘SHEETNO.

SDP1.2




SIGN SUPPORT, SEE.

e
e
>
e
ps
|

LANDSCAPE

DRY TAMPED SAND

§ 'CORRUGATED SLEEVE
2 STEEL PLATE AS PER
COMPACTED SUBGRADE 2
FFICE o
(o
Che= y :
z
%
e
MANUFACTURERS ‘ |
'CONCRETE Ny
concrere %

16" CAST ALUMINUM LETTERS, FONT TBD, 2"
STROKE, DARK GREY ANODIZED

6 ONE BIDE CMU.

FACE

[ 1]
v

MONUMENT SIGN

112 = 10" 0o 7

METAL ROOF
ORNAMENTAL 3
METAL MESH FENCE

NOTE: f'm = 2500 psi
8" BOND BEAM W/ (245

|

8" INTEGRAL
COLOR SMOOTH
FACE

EO'jE: |E¢
ENCLOSURE HEe
GATE & POST. L]
SEE B4/SDP1.2 £
m 7ol meo
FORZONTAL
@ 16" 0C, Ve,
sy ouy GROUT ALL OMU
U SOLID, FULL HEIGHT
PIPE BOLLARD 1 r [EXP JOINT TYP,
SEE ASSOP1 2
. JoIT :
1 RENFORCED— & |,
SEE ASISOP1 » ROED 5 1
% 1F00T M exesomtTve, (BB
sioremn || T8 Sessomz| | 2
5 e X

y / q =
& N_/ G DOWELS TO MATCH——

VERT REINFORCING,
ALTERNATE
(4)#4 REBAR CONT.

CONC TURNDOW!
Wi (2)-#4 CONT

TRASH
ENCLOSURE SECTION

12'=10" &

C3

TRASH ENCLOSURE AND MAINTENANCE
STORAGE ROOM ELEVATION

1147 = 10"

B3

TRASH ENCLOSURE AND MAINTENANCE
STORAGE ROOM ELEVATION

=10 24 g

NOTE: PROVIDE LANDSCAPE LIGHTS ON DAYLIGHT SENSOR. MONUMENT SIGN LIT FROM DUSK TILL DAWN. SEE ELECTRICAL FIXTURE SCHEDULE

O SAB-LEVEL 11 o

seecmL | |

8" CAST ALUMINUM
LETTERS, FONT
TBD, 2" STROKE

FULLY SHIELDED FIXTURE HEAD
PER COANIGHT SKY ORDINANCES

[y
HOUSING PER
MANUFACTURER,
SINGLE OR DOUBLE
e ROUND ALUMINUM POLE;
COLOR 8D
FINISH GRADE OR PAVING
o

PARKING LIGHT POLE

1147 = 10" 0z 4 g

Fros Free
oRAT.
REFERTO o)
iy &
e

N

NOILISOd
N3HO ¥4 ST0H Nid 3LvO

6" OUTSIDE DIA STEEL
BOLLARD W/ CONCRETE
FILL, PAINTED, TYP.

OVERHEAD DOOR GB

7

SLOPE

0 T
B2 rasnano recvcLle Encipsure

'g (290

z \\ / i

3 ' 2

g [ — g
-

377777777777

g

40

6" OUTSIDE DIA
STEEL BOLLARD
Wi C

FILL, PAINTED,

TRASH ENCLOSURE AND MAINTENANCE
STORAGE ROOM ELEVATION

11" = 10" 2« 8

i
GarenceseT &%

(2) GATE LOCK DEVICES W/ INTEGRAL FLUSH
BOLT & PAD LOCK. CAST STL. SLEEVE IN CONC

FOR FLUSH BOLTS

A3

PAD LOCK LATCH
' X 6" X 3/6" STEEL-
COLUMNS W CONC.
FILL, GALVANIZED.

TRASH ENCLOSURE AND MAINTENANCE
STORAGE ROOM ELEVATION

0= 10 2__a 5

LJLOJLJLJLOJLJO 1 e .

42 GATE

MAINTENANCE STORAGE ROOM
(188 SF)

TRASH ENCLOSURE
AND MAINTENANCE

AB STORAGE ROOM
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NORTH

A1

AND TELEPHONE
EASEMENT

=== =+ == & B40
S

b CioeS] #+ 00 +-

LANSDCAPE PLAN

00" 20 a0

PLANT SCHEDULE

i

COMMON NAME

AUTUMN BLAZE MAPLE

OKLAHOMA RED BUD

"BUBBA’ DESERT WILLOW

NEW MEXICO OLIVE

CHINESE PISTACHE

CRESTHAVEN PEACH

BUCKLEY OAK

CHINKAPIN OAK

ACCOLADE ELM

COMMON NAME

LITTLE LEAF MOUNTAIN MAHOGANY

LENA BROOM

DESERT MAHONIA

CREEPING MAHONIA

LITTLELEAF MOCKORANGE

GOLDEN BAMBOO

KNOCKOUT ROSE

DESERT ACCENTS COMMON NAME

BRAKELIGHTS RED YUCCA

TWISTLEAF YUCCA

* 4+

ORNAMENTAL GRASSES ~ COMMON NAME

*BLONDE AMBITION' BLUE GRAMA

#* 0O

DEER GRASS

PERENNIALS COMMON NAME

CHOCOLATE FLOWER

SISKIYOU PINK GAURA

KIT CAT CATMINT

(IO o

ULTRA VIOLET AUTUMN SAGE

VINES COMMON NAME

i

TANGERINE BEAUTY CROSS VINE

- HIMROD GRAPE

GENERAL SHEET NOTES

A FOR ILL B
FOR NANTENANGE OF THE LANDSCAPE 'DURNG CONSTRUCTION AND DURING A
1ON. THE

OWNER WILL BE REsFONs\BLE R MANTERANCE FOLLOWING THE S0.0AY

MAINTENANGE PER|

STATERENT OF GOMPLIANCE WITH GITY OF ALBLIQUERGUE: THE LoSCAPE

DESIGN WILL COMPLY WITH THE CITY OF ALBUQUERQUE'S LANDSCAPI

BUFFERING, AND SCREENING REGULATIONS (14-16-56). WATER CONSERVATION

ORDINANCE AND POLLEN

TIMING OF LANDSCAPE | INsYALLAHGN LINSTALLATION OF THE LANDSCAPING

SHALL BE Ct \TED BUILDING'S OCCUPANCY.

SURFACE TREATMENT. ALL LANDSCAPE AREAS SHALL B COVERED WTH

VEGETATION ANDIOR MULCH. ORGANIC MULCH IS REQUIRED AT EACH TREE

ROOTBALL AREA/DRIPLINE.

. LANDSCAPE AND SIGNAGE WILL NOT INTERFERE WITH CLEAR SIGHT
REQUIREMENTS. THEREFORE SIGNS, WALLS, TREES AND SHRUBS BETWEEN 3 AND
8FEET TALL (ASMEASURED FROM THE GUTTER PAN) WILL NOT BE PERMITIED N

E CLEAR SIGHT TRIANGLE.
VINIMUM PLANT SIZES ARE AS PER GITY OF ALBUGUERGUE STANDARDS PER
‘TABLE 5-6-1 OF THE IDO.

. AREAS DISTURBED DURING CONSTRUCTION, INCLUDING AREAS NOT WITHIN THE

PROPERTY LINE, WILL BE STABILIZED

VEGETATIVE SCREENIN

AND UTILITY PADS SHALL ALLOW 10' OF CLEARANCE MINIMUM IN FRONT OF THE

EQUIPMENT DOOR AND §' OF CLEARANCE MINIMUM ON THE REMAINING SIDES

FOR SAFE OPERATION AND MAINTENANCE.

NO EXISTING PLANT MATERIAL IS TO BE PRESERVED ON THE PROPERTY. ALL

PLANT MATERIALS ILLUSTRATED ARE NEW.

@

o

o

m

o m

=

IRRIGATION NOTES

A PLANTS SHALL BE AN AUTO STEM, WITH
£ SETTINGS, AUTOl LER, AND
MousruRE SENSORTO AVOID OVERWATERING
E |RRIGATION SYSTEM SHALL BE DESIGNED TO MINIIZE THE USE OF WATER
THE IRRIGATION SYSTEM SHALL NOT RRIGATE MPERVIOUS SURFAGE
NCLUDING SIDSWALKS, DRVEWAYS, STREETS, PARKNG, AND-LOADING AREAS
IRRIGATION POINT OF CONNECTION TO THE CITY WATER WILL BE LOCATED
WITHIN PROPERTY LIMITS AND SHALL COMPLY WITH THE CITY OF ALBUQUERQUE
REDUCED PRESSURE BACKFLOW PREVENTER STANDARDS AND
SPECIFICATIONS.

. RUN TIMES AND IRRIGATION ZONES SHALL BE BASED UPON PLANT SPECIES AND
THEIR ESTABLISHMENT. RUN TIMES SHALL BE REGULARLY ADJUSTED 8Y THE
QWNER ACCORDING TO PLANT MATURITY. SEASON, LOGATION AND
PERFORNY

. RAGATION 0 B DESIGN-BUILD BY THE CONTRAGTOR

o ow

m

LANDSCAPE CALCULATIONS

O SHEET KEYED NOTES

CODE DESCRIPTION

1 CLEAR SIGHT TRIANGLE; LANDSCAPING, FENCING AND SIGNING
WILL NOT INTERFERE WITH CLEAR SIGHT REQUIREMENTS,
THEREFORE, SIGNS, WALLS, TREES, AND SHRUBBERY BETWEEN
3 AND 8 FEET TALL (AS MEASURED FROM THE GUTTER PAN) WILL
NOT BE ACCEPTABLE IN THE CLEAR SIGHT TRIANGLE.

TOTAL SITE ARE AC=81829 SF
ARLAOF LOT GOVERED BY BULDNGS = 17,505 SF
NET LOT AREA= 64,324 SF

REQUIRED LANDSCAPE
REQUIRED LANDSCAPE AREA (15% OF NET LOT AREA) = 9,649 SF
PROVIDED LANDSCAPE AREA = 18.114 SF = 28%

(see hatch legend for exclusions from landscape areas)

REQUIRED TREES
TREES PER PARKING SPACES: REQUIRED= 1 TREE / 10 PARKING SPACES
TOTAL NUMBER OF PARKING = 85 SPACES

REQUIRED NUMBER OF PARKING LOT TREES = 9 TREES

PROVIDED NUMBER OF PARKING LOT TREES = 12 TREES.

NO PARKING SPACE MAY BE MORE THAN 100 FEET AWAY FROM A TREE TRUNK

REQUIRED STREET TREE
PROVIDED STREET TREES =

placed ai 30' on center (276'of sirest frontage)

REQUIRED TREES FOR MULTI-FAVILY RESIDENTIAL DEVELOPMENTS = 42 T
'TREE PER GROUND £LOOR DWELLING UNIT (17 AND 1 TREE PER SECOND.STORY
UNIT (25)

PROVIDED TREES FOR MULTI-FAMILY RESIDENTIAL DEVELOPMENTS = 50 TREES

REQUIRED VEGETATIVE COVERAGE
REQUIRED GROUND COVERAGE = 13805 SF = 76% OF PROVIDED LANDSCAPE AREA
A MINMUM 25% OF REQUIRED VEGETATIVE COVERAGE Y GROUND,
PROVIDED TOTAL GROUND COVERAGE = Yo% OF TOTAL PROWDED LS
TREE CANOPY COVERAGE = 18,434 SF
GROUND PLANT COVERAGE
COVERAGE

43% OF REQUIRED VEGETATIVE

PARKING LOT AREA = 38,112 SF

PARKING LOT LANDSCAPING PROVIDED = 6,082 SF = 15%
MIN. 15% OF PARKING LOT AREA TO 8F LANDSCAPED
GROUND COVER MATERIAL

TOTAL ROGK MULCH GROUND COVER = 12976 57 =T1%

TOTAL ORGANIC MULCH GROUND COVE| 8 SF
NAANON OF 755 OF CAAVEL 0% CRUSHER EINES 14 PERMITTED 14-16:566)50

PARKING LOT EDGE LANDSCAPE
2 TREES AND 6 SHRUBS PER 25' ARE PROVIDED ALONG THE WEST PROPERTY LINE
TO SCREEN PARKING.

TREE PLANTING DETAIL

LEGEND

SYMBOL  NOTES EsTarY

HOROCKMULCHAT ' DEPTH  ggs5sr
OVER WEED BARRIER FABRIC

)

CRUSHER FINES AT 3" DEPTH OVER
WEED BARRIER FABRIC

3,020 5F
'SHREDDED BARK MULCH 5,140 5F

SEE CIVIL FOR STORMWATER
INFRASTRUCTURE

'STABILIZED CRUSHER FINES EXCLUDED FROM
LANDSCAPE AREA CALCULATIONS, SEE SITE

— — — ——  PROPERTYLINE

NOTE:

1. PRIOR TO BACKFILLING, MATERIAL SUCH AS CONTAINERS, WIRE,
BURLAP AND ROPE SHALL BE COMPLETELY REMOVED.

2. PLANT MATERIAL SHALL BE PLANTED IN UNCOMPACTED SOIL

ROOT FLARE TO BE FLUSH WITH

ARCHITECTURE
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FINISH GRADE. NO MULCH 1°-2* DRAWN BY bs
RO TN FLARE ey oes
SHREDDED BARKMULCH TO feveweosr OIS
TReETo SR BT O tRpLNe | DATE
BE SET TO SATISH 08/28/2020
P REGUREMENT PROIEGTNG 19.0058
SLOPE GRADE AWAY
SLoPe R BRAWING NAVE
ROTARY TLL PLANT FIT
| REVOVE SO LANDSCAPE PLAN
MULGH PER DRAWINGS
CANOPY
Pt ‘ WEED BARRER FABRIC
ROUGH-UP SIDES OF
Ryt v

ROOTBALL ON
UNDISTURBED SOIL

3 TIMES ROOTBALL DIAMETER

SDP2.1




0X. ROAD
POINT

DUDH%W 5

\e

\ 7Tt —(E)NEW WALL-
s

2756

5.
L@
6

758

HFG=78.5
LFG=76.1

@

HFG=78.2
LFG=77.0

,y’(”)y’:/,r

Lo,
S
£
et
76.55 :
3 78,0
URB OPENING TO
RELEASE FLOW
76.27
ot
A
o
5,65

Ve

,®  KEYED NOTES

=78.9 TYP.
OR_EXTENDED
STEMWALL,

|
247900

7993

s

B PROVIDE 3 WIDE
80. 7£<M‘N Y

‘ ‘CDMPUANT PATH

NEW WALL.

{6"X8" OPENING
IN waLL @ 78.45

METAL FIRE ACCESS
STEPS — OPEN BELOW
FOR DRAINAGE. SEE
ARCHITECTURAL.

i LF

8.3
»
I
! EXSTNG
'l
L™

DOG PARK
QVERFLOW
ROUTE

hor

NEW PAVING AT ELEVATIONS SHOWN. SEE PAVING PLAN FOR
MATERIAL, EXTENTS, JOINTS AND PAVING SECTIONS.

2. WALL OPENINGS.

3. PROVIDE SMOOTH TRANSITION TO EXISTING PAVEMENT.

4. TOP OF ASPHALT TO BE FLUSH WITH TOF OF CONCRETE WALK
THIS AREA FOR ADA ACCESS.

5. ADA COMPLIANT PARKING AREA.

6. CONSTRUCT ADA COMPLIANT 1:12 MAX. SLOPE ADA COMPLIANT
ACCESS RAMP.

7. CONSTRUCT ADA COMPLIANT PEDESTRIAN WALK AT ELEVATIONS
SHOWN

8. HIGH POINT / GRADE BREAK LOCATION.

9.

0.5' DESIGN CONTOURS ARE SHOWN DASHED WHERE NECESSARY
TO CLARIFY GRADING CONCEPT.

10. CONCENTRATED ROOF DISCHARGE DIRECTION.

11. PROVIDE 24 WIDE OPENING IN CURB TO PASS FLOW.

12. CONSTRUCT 18" WIDE COVERED CONCRETE SIDEWALK CULVERT PER
COA STD. DWG. 2236.

13. CONSTRUCT 18" MAX. DEPTH STORMWATER QUALITY RETENTION
POND AT ELEVATIONS SHOWN. STORMWATER QUALITY PONDING
VOLUMES MAY BE VERIFIED AS PART OF AS-BUILT CERTIFICATION.

PONDS WHICH DD NOT PROVIDE_THE REQUIRED VOLUME WILL BE
CORRECTED AT CONTRACTOR'S EXPENSE.

cosTeo
DEVTLOFMINT

TR

MARZAND

emisonf aaison s Artan o

128 Monroe Street NE
Albuguerque, NM 87108

Civil Engineering Consultants
505-268-8828 | www.iacivil.com

g ¢ [saacson&

Arfman, Inc.

2020 saacson & Adman, Inc. This

77 G017

:

- DEPRESS LANDSCAPING IN FOR CENERAL WATER
TER HARVESTING SHALL OCCUR WTHIN 10'OF ANY
BoLoNG.

. INSTALL ANGULAR ROCK EROSION PROTECTION TO LIMITS
TCHED.

o

>

. CONSTRUCT GARDEN RETAINING WALL(S) (RETA\N\NG < 367 T
SOHEVE GRADE DIFEERENCE. SHOWN. ih0n < GRADE N HEH S0
OF WALL; LFG = GRADE ON LOW SIDE OF WALL. STRUCTURAL
DESIGN T BE PROVIDED BY WALL CONTRACTOR.

. BUILDING RETAINING STEMWALL REQUIRED TO ACHIEVE GRADES
SHOWN. SEE ARCHITECTURAL / STRUCTURAL PLANS.

. BUILDING EXTENDED STEMWALL REQUIRED TO ACHIEVE GRADES
SHOWN. SEE ARCHITECTURAL / STRUCTURAL PLANS.

3

@

PROJECT DATA

LEGEND

EXISTING CONTOUR
EXISTING SPOT ELEVATION
PROPOSED 1.0° CONTOUR
— — —77.5—~ —  PROPOSED 0.5 CONTOUR

@77.0 PROPOSED SPOT ELEVATION
FLOW DIRECTION

77

FF = 5479.00  FINISH FLOOR ELEVATION
ard ROOF DISCHARGE DIRECTION

HIGH POINT / GRADE BREAK

STORMWATER QUALITY

STORMWATER QUALITY (SQ) CONTROL MEASURES ARE REQUIRED TO
OVIDE IT OF 'FIRST FLUSH'".

CALCULATIONS: 2374

ARIA SENIOR LIVIN

June 17. 2020

[Based on Dramage Design Criteria for City of Albuguerque Section 22.2. DPM, Vol 2. dated

1993

100-YEAR_ 6 HOUR CALCULATIONS

ACRE

EXCESS PRECIP:

Precip. Zone
Ex =066
En =092
Ec =129

Ep =236

[AREA OF SITE 81529 SF 18785
e 100-year, 6-hour
2 | HISTORIC FLOWS: DEVELOPED FLOWS:
H Treament SE_% Treament S %
H Area A 0 0% Area A 0 [
% AraB = 4091 5% Area B 8183 10%
H AteaC 45006 | 55% ArcaC = 818 | 10%
HEp L] 2R 4] AreaD 65163 | 8%
5| ToulArea 8189 100%  ToulAtea - 8189 100%

On-Site Weightcd Excess Precipitation (100-Year, 6-Hour Storm)

Weighted E EaA + EnfAn + EcAc + EpA
A+ Ant Ac + Ap

Historic E 170 in.__|Developed F 2m ]

(On-Sie Volume of Runoff: V360 E*A/12

[ Historic Vo 11589 CF [Developed Viwo w8 _Cr |

On-Site Peak Discharge Rate: Qp= QuaAx#QunAs-QueActQuoAn | 43,560

For Precipiation Zone 3

Qu 187 Qe -
Qv - 260 -
Historic Qp 7.6 CFS [Developed @, - 87 CFs

REDEVELOPMENT: EXISTING IMPERVIOUS AREA THAT IS BEING
REDEVELOPED (REMOVED/REPLACED) IS SUBJECT TO A REDUCED RATE
OF 0.26"/SF.

THE ESTIMATED IMPERVIOUS AREA FOR THIS PRDPERTY \S
CALCULATED AS B0% OF TOTAL AREA. (0.8 29) =

SECAUSE THIS FROPERTY WAS PREVIOUSLY FuLLy DEVELOF'ED S
REQUIRED FIRST FLUSH RETENTION VOLUME = 0.26" * TYPE ‘D’ AREA:
0.26/12 * (65,463 SF) = 1,418 CF.

STORMWATER QUALITY RETENTION PONDS WILL BE CONSTRUCTED AS
SHOWN.
A DRAINAGE COVENANT WILL BE REQUIRED FOR THE STORMWATER

QUALITY FIRST FLUSH PONDS PRIOR TO CERTIFICATE OF OCCUPANCY
APPROVAL.

PROPERTY: THE SITE IS FULLY DEVELOPED COMMERCIAL PROPERTY
LOCATED WITHIN COA VICINITY MAP B—13. THE SITE IS BOUND TO
THE EAST, SOUTH AND WEST BY COMMERCIAL PROPERTY (HOME
DEPOT), AND TO THE NORTH BY CENTRAL AVE. NE.

PROPOSED _IMPROVEMENTS; THE PROPERTY WAS PREVIOUSLY A
MOBILE_HOME PARK WITH COMMUNITY CENTER, PAVED PARKING
AND ASSOCIATED SITE IMPROVEMENTS. THE PROPOSED
\MPROVEMENTS INCLUDE CONSTRUCTION OF MULTI-FAMILY HOUSING

SSOCIATED ASPHALT PAVED ACCESS, PARKING, AND
ANDSCAPNG.

LEGAL: TRACT “C" VIDEQ ADDITION, ALBUQUERQUE, BERNALILLO
COUNTY. NEW MEXICO

BENCHMARK: ELEVATIONS ARE BASED ON CITY OF ALBUQUERUQUE
STATION No. 5-K20", HAVING AN ELEVATION OF 5429.99, NAVD
1988

OFF—SITE: MINOR OFF—SITE DRAINAGE FROM THE EAST DRIVE WILL
BE REDIRECTED SQUTH.

FLOOD HAZAR R FEM.A FLOOD MAP #35001C0359G, EFF:
9/26,/2008, THE SITE IS LOCATED WITHIN FLOODZONE X'
DESICNATED AS AREAS DETERMINED TO BE OUTSIDE 500—YEAR
FLOODPLAIN.

DRAINAGE PLAN CONCEPT;

THIS PROPERTY IS INCLUDED AS 'PHASE IIl' IN THE APPROVED
HOME DEPQT DRAINAGE REPORT DATED APRIL 28, 1994 (L21/D45)
PREPARED BY TIERRA WEST. THE TRACT FALLS WITHIN DRA\NAGE
BASIN B DESIGNATED TO DRAIN TO THE EXISTING HOME Di

PARKING LOT DETENTION POND #1 WITH ORIFICE CONTROLLED
DISCHARGE TO THE PUBLIC STORM DRAIN SYSTEI

BLVD. THE TOTAL PROPERTY (16.38 ACRES) HAS A FULLY
DEVELOPED RUNOFF OF 7816 CFS OR 4.77 CFS/ACRE.

TRACT C IS 1.879 ACRES * 4.77 CFS/ACRE = 9.0 CFS
ALLOWABLE DISCHARGE. BASED ON CONCEPTUAL CALCULATIONS,
THE PROPERTY WITH ANTICIPATED LAND TREATMENT RATIO OF
0%A,10%8,10%C,80%D WILL GENERATE 8.7 CFS DURING THE
100-YEAR 6—HOUR DESIGN STORM < 9.0 CFS ALLOWABLE.

POND #1 WATER SURFACE ELEVATION = 5467.75 (1929 DATUM) =
APPROX. 5470.45 BASED ON 2.7 ADJUSTMENT TO 1988 DATUM.

THE PLAT INCLUDES THE FOLLOWING REGARDING CROSS—LOT
DRAINAGE: “THE OWNER OF TRACT B1 AND THE OWNER OF

TR, ANT TO T
EASEMENTS FOR STORM DRAINAGE FLOWS ON AND
FOR THE BENEFIT OF TRACTS C AND D AND ON AND OVER
TRACTS C AND D FOR THE BENEFIT OF TRACT B1."

SURVEYOR: ANTHONY L. HARRIS, N.M.P.S.#11463
THE SURVEY OFFICE, LLG

333 LOMAS BOULEVARD N.E.

ALBUQUERQUE, NM, 87102

(505) 998-0303

ENGINFER: FRED C. ARFMAN, N.MP.E. #7322
ISAACSON & ARFMAN, INC.

128 MONROE N.E

ALBUQUERQUE, NM, 87108

(505)  268-8828

NOT APPROVED
FOR CONSTRUCTION

Engineer

LUMINARIA SENIOR COMMUNITY
10600 CENTRAL AVE SE

19-0058
08/28/2020

|A PROJECT NUMBER: 2374

DRAWN BY:

90% CONSTRUCTION DOCUMENTS
FCA

PROJECT STATUS:
PROJECT NUMBER:
CHECKED BY:

DATE:

Description

Date

No

SHEET TITLE

Grading &

ADA COMPLIANCE

Drainage
Plan

SQ RETENTION POND A [ SQRETENTION POND c
Contowr | Area Vohue Contour | Area Vohume
777 | 240 54765 | 120
4770 | 55 103 CF 4760 | 10 33 CF
POND VOLUME - ___103 CF FOND VOLUME EXe
SQRETENTION POND B RETENTION POND D
Contow | _Area Vohume Contour |_Area Vohume
760 | 1445 54760 | 200
54745 | 211 1292 CF 54750 | 40 120 CF
POND VOLUME - 1292 CF [POND VOLUME — 120 CF

SIDEWALK(S) AND RAMP(S): TARGET CROSS SLOPE =

: 1% T0 1.5%
CROSS SLOPE SHALL NOT EXCEED 2%

ACCESSIBLE RAMP(S): TARGET LONGITUDINAL SLOPE
LONGITUDINAL SLOPE SHALL NOT EXCEED 12:1 (8.3%).

ACCESSIBLE PARKING: TARGET SLOPE = 1% TO 1.5%. SLOPE
SHALL NOT EXCEED 2% SLOPE IN ANY DIRECTION

SHEET NUMBER

CG-101




PRIVATE FIRE LINES, FIRE HYDRANT AND 3" METER WITH
VAULT CONNECTIONS TO PUBLIC WATERLINE AND SEWER
- — MANHOLE ON EXISTING SEWER MAIN TO BE CONSTRUCTED
—— UNDER COA/ABCWUA WORK ORDER.
7 = —_
I
3" WATER METER N : . T
AND VAULT
|
! \
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| EASEMENT
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2| | know what's belowr.

Call before youdig.

KEYED NOTES

GENERAL NOTES

OWATER KEYED NOTES

REMOVE EXISTING CAP AND CONNECT
NEW WATERLINE.

»

6" 45" BEND. (LT=6")

3. 6" WATERLINE.

4. 6" GATE VALVE W/ BOX. PER
ABCWUA STD DWG 2326 & 2329.
(LT=46")

5. FIRE HYDRANT PER ABCWUA STD
DWG 2340,
PAINTED SAFETY ORANGE.

6. PIV (POST INDICATOR VALVE).

I

~

' CONDUIT W/ PULL STRING FROM
PIV TO FIRE ROOM.

8. WALL MOUNT FDC (FIRE DEPARTMENT
CONNECTION).

9. REMOVE EXISTING 3 CAP AND
CONNECT NEW 3" WATER SERVICE
LINE.

El

3" WATER SERVICE LINE.

EXISTING UTILITY LINES ARE SHOWN IN AN APPROXIMATE MANNER
ONLY AND MAY BE INCOMPLETE OR OBSOLETE, SUCK LINES MAY OR
HOWN. ALL UTILITIES

SH0ULD. BE FELD VER\F\ED AND TOCATED BY THE CONTRACTOR
PRIOR TO COMMENC ANY CONSTRUCTION. THE

CONTRACTOR IS ruuv RESPDNS\ELE TOR ANY AND ALL DAVAGE

CAUSED BY ITS FAI 0 LOCATE, IDENTIFY AND PRESER
AND ALL EXISTING uﬂLmEs PIPELINES, AND DERCRGUND TTTY

CONTRACTOR SHALL NOT USE VIBRATORY COMPACTION EQUIPMENT
OR HEAVY VEHICLES QVER EXISTING UTILITIES.

SITE_STORM DRAIN, ELECTRIC LINES & TRANSFORMERS AND GAS
HNES ARE SHOWN FOR CENERAL NFORMATION ONLY TO PROVIDE

OVERVIEW OF SITE UTILITIES AND POTENTIAL CONFLICTS. SEE
NECHANICAL  PLANS FOR GRS, NE SIING. SEE Corion FOR STORM
DRAIN DESIGN.

ALL ABDVE GROUND UTILITY EQUIPMENT AND FITTINGS SHALL BE
PAINTED IN COLORS TO MATCH BUILDING COLORS.

RESTRAINED JOINT CRITERIA
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[ SEWER KEYED NOTES

20. REMOVE B” FLUG AND CONNECT
NEW 6" SAS SERVICE LINE.. 3.

21. 8 SANITARY SEWER SERVICE AT
2% MIN. SLOPE

UPRIGHT POST INDICATOR

24"X24°X(
CONCRETE COLLAR
WITH 47x4” W.WF.

WRAP PIPING
WTH 10 MILS.
OF SCOTCHWRAP

4" GATE VALVE

FIRE_LINE

POST INDICATOR VALVE
L —

FOR WATERLINE FITTINGS

ALL MECHANICAL JOINTS SHALL BE RESTRAINED AT THE FITTINGs
PER KEYED NOTES THIS SHEET.
THE_CONTRACTOR SHALL PROVIDE A MINIMUM PIPE LENGTH OF 20
LF FROM ALL MECHANICAL JOINTS. ALL PIPE JOINTS WITHIN 20
LF OF A MECHANICAL JOINT SHALL BE RESTRAINED AT THE
CONTRACTOR'S EXPENSE.
THE CONTRACTOR SHALL RESTRAIN ALL PIPE JOINTS IN THE
SPECIFIED DISTANCE LISTED IN THE KEYED NOTES.
THE CONTRACTOR SHALL RESTRAIN ALL FIRE HYDRANT JOINTS
FROM THE TEE ON THE MAIN TO THE FIRE HYDRANT FLANGE.
DEPTH OF BURY: 3.0 FT. MINIMUM
FACTOR OF SAFETY:
MATERIAL: PVC
SOIL TYPE: OM/SM — SILTY GRAVELS AND
VEL—
SRS R dRes:
TEST PRESSURE: 150 PSI
TRENCH TYPE 4:  PIPE BEDDED IN SAND, ORAVEL,
OR CRUSHED STONE TO DEPTH
OF 1/8 PIPE DIAMETER, 4 INCH
MININIUM; BACKFILL COMPACTED
TO TOP OF PIPE.
DIFFERENT CRITERIA, E.G., GREATER DEPTH OF
EURV, ETC W\LL REDU\RE DIFFERENT RESTRAINED
BE CALCULATED BY A
QUAUF\ED PROFLSSIONAL ENGNEER. AND
APPROVED BY ABCWUA.

LEGEND

EXISTING WATERLINE
EXISTING FIRE HYDANT
EXISTING WATER VALVE
EXISTING SEWER LINE
EXISTING SEWER MANHOLE

NEW FIRE LINE
NEW FIRE HYDANT
NEW WATER VALVE
NEW FDC
NEW PIV.

NEW SEWER LINE
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GENERAL SHEET NOTES

REFERENCE KEYNOTES

LEGEND

A

AL EQUIPMENT SHALL BE
AND NOT BE VISIBLE WHEN VIEWD FROM 5 ABOVE GRADE AT ANY PROPERTY LINE
B AL

c
MINIVUM OF

O BE A MNMUM OF 1

3 FROM DI
UNTIL DAV/N AS WELLL AS DAYLIGHT HOURS, PER 2009 IFC. MOUNT AT 1520/ ABOVE

FINISH FLOOR
DAL

1

A
USK

STUCCO FINISH COLOR #1 _SNOW MOUNT
STUCCO FINISH COLOR #2 _ BERMUDA
STUCCO FINISH COLOR #3 _ELUSION
STUCCO FINISH COLOR #4 _ GAIA
STUCCO FINISH COLOR #5 DOVER GREY
METAL COPING

GUARDRAIL AT ROOFTOP TERRACE
‘COMPOSITE WINDOWS

BUILDING IDENTIFICATION SIGNAGE

10. RESIDENTIAL WINDOWS (OPERABLE, LOW-E GLASS)
11. ORNAMENTAL FENCE

CENS e s eN

12. ILLUMINATED ACCENT AWNING, LIT WITH NEON-LIKE LED LIGHTING.
13. STUCCO FINISH COLOR #6 _THIN ICE

14. SITE WALL - FRONT SIDE YARD, 3-0" TALL CMU BLOCK WALL.

15. TILE WAINSCOT

16. WALL MURAL

17. DOWNSPOUT

18. EXISTING CMU SITE WALL TO REMAIN

19. SHADE STRUCTURE PERGOLA

STUCCO_COLOR #4
GAIA

STUCCO_COLOR %2
BERMUDA

STUCCO_COLOR #3
ELUSON

STUCCO_COLOR 45
DOVER GREY

STUCCO_COLOR #6
THINICE
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RONALD A
WITHERSPOON

No. 2502

10. RESIDENTIAL WINDOWS (OPERABLE, LOW-E GLASS)

GENERAL SHEET NOTES REFERENCE KEYNOTES LEGEND KEY PLAN
A AL ROOF EQUPNENT SHAL PARAETS WAL 1. STUCCO FINISH COLOR #1 _SNOW MOUNT 12. ILLUMINATED ACCENT AWNING, LIT WITH NEON-LIKE LED LIGHTING. =
B AT or R hE 2. STUCCO FINISH COLOR #2 _ BERMUDA 13, STUCCO FINISH COLOR #6 _THIN ICE STUCCO_COLOR #1 ST0600.COLOREE 38S0PS.1 D‘
c 70BE AMNIUM OF ImHA 3. STUCCOFINISH COLOR #3_ELUSION 44. SITE WALL - FRONT SIDE YARD, 3-0" TALL CMU BLOCK WALL. SNOWY HOUNT e
w077 OLORS LT RONDUSK 4. STUCCO FINISH COLOR # _ GAIA 15. TILE WAINSCOT \
A VIELLL AS DAYLIGHT HOURS, PER 2009 FC MOUNT AT 1520/ ABOVE 5. STUCCO FINISH COLOR #5 _DOVER GREY 16, WALL MURAL . STUCCO_COLOR #2 $TUCC0.COLORHS A
D.ALLIDO REQUIREMENTS FROM SECTION 5-11(E)(2) ARE MET, REF: SDP1.1 6. METAL COPING 17. DOWNSPOUT BERVUDA DOVER GREY
7. GUARDRAIL AT ROOFTOP TERRACE 18. EXISTING CMU SITE WALL TO REMAIN sasopst >
8. COMPOSITE WINDOWS 19, SHADE STRUCTURE PERGOLA STUCCO COLOR 23 STUCCD COLOR Y5 1
9. BUILDING IDENTIFICATION SIGNAGE ELUSION THINICE L

11. ORNAMENTAL FENCE
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10600 CENTRAL AVE SE
ALBUQUERQUE, NM 87123

...L,LUMINARIA SITE LIGHTING...

LUMINARIA SENIOR COMMUNITY

N / g i ; = o e | APPLICATION TO
e A T % o N T e g - DESIGN REVIEW
= BOARD (DRB)

REVISIONS

>>>>

Statistics

o . . . DRAWN 8Y AG, JF
Description Symbol Avg Max Min Max/Min Avg/Min py——— RAW, M

GRADE LEVEL 2.7 fc|5.7 fc| 0.3 fc DATE 08/28/2020

PROJECT NO. 19.0058
DRAWING NAVE

Lumens  Lumen

Lamber Filename wllple P wattage  Effiiency

Manufacturer Catalog Number  Description Polar Plot  Notes

Lithonia DSXO LED P3 40K T4M | DSXO LED P3 40K TaM MVOLT 6417 | 1 1 7 100% | TvPE 1L,
Lighting LTS with houseside shield 40K_TaM_MVOL SHORT,

SITE LIGHTING
Note FOR REFERENCE
1.CALCULATION ZONES SET AT GRADE LEVEL.

= 2.ALL "SA" AND "SB" FIXTURES MOUNTED AT 16' OVERALL, 13' POLE ON A 3' CONCRETE
7 [[ea oSO LED P 40K oM 050 ED P 40K oM VLT [€D T oot r | w0 | 1 T | oo [, BASE.

i maring 3.ALL "SC" FIXTURES (BOLLARDS) MOUNTED AT 3' ABOVER GRADE.

40K_TM_oL
B30 - |
|62

SA [Ramne: | s

|B1-uo-
|e2

‘SHEETNO.

e | SDP6.1
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EXTERIOR LIGHTING CONTROL DIAGRAM

SCALE:NTS. NOTE: TYPIGAL FOR BUILDING "A AND FOR BULDING &

GENERAL SHEET NOTES

A SITE LIGHTING POLE AND LUMINAIRE SHALL COMPLY WITH
NEW MEXICO DARK SKIES ENFORCEMENT ACT AND THE
CITY OF ALBUQUERQUE LIGHTING ORDINANCE.

B, PARKING LOTS SHALL BE ILLUMINATED TO 1 FOOTCANDLE
AVERAGE MAINTAINED AND SHALL NOT EXCEED 4
FOOTCANDLES AVERAGE MAINTAINED.

C. SITE LIGHTING SHALL BE PEDESTRIAN STYLE AND SHALL
NOT EXCEED 15'IN HEIGHT FROM THE GROUND LEVEL THE
TOP OF THE LUMINAIRE.

{2) SHEET KEYNOTES

KEY PLAN
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FIRE LANE
MARKINGS\

DIVEWAY

GATE KNOX BOX

EXISTING
FIRE HYDRANT

—_——

| KNOX BO

FIRB\LANE
MARRYGS

FIRE LANE
B ’MARK\NGS\

FIRE LANE
MARKINGS

UILDING

X

bl

TS QE\NIEA\L AVE sg

— 348" FH 10 £y -
-
L
ESEN b PIV B
WNIN3y oggo "
al 3SINIyg

\FIRE RISER
ROOM

68,800 SQ.FT,
BUILDING 48'=5"

BUILDING
HEIGHT

NEW FH

| RE LANE
MARKINGS

26"

T \nw: ACCESS GATE
(36" MIN. WDTH)

GATE KNOX BOX

FIRE LANE
MARKINGS

DRIVEWAY

F \F\RE ACCESS GATE
(36" MIN. WIDTH)

GATE KNOX BOX

\rmz LANE

MARKINGS

EXISTING
FIRE HYDRANT

NOTE:
ROOF ACCESS TO SOUTH WING FROM
INTERNAL FIRE LANE AND FROM CENTRAL AVE.

sarr.
o 2375 NUMBER OF HYDRANTS:
THESE CONSTRUCTION DOCUMENTE WERE REVIEWED AND APPROVED 87
e

FIRE 1 PERMIT
ALBUQUERQUE FIRE MARSHAL'S
OFFICE PLANS CHECK DIVISION,

r | remsar wumsen: 20-%036?;\15&1
i aprroveD BY: o0
\// appmoven pare: 08/24/202(

APPROVED

68800 comstauction Tvpe:_ \-A

ornce T ey

OMDINANCE, THE INTERMATIONAL FIRE CODE, ANO NFPA STANDARDS.
THIS PERMIT I5 VALID FOR 180 DAYS. FINAL INSPECTION IS REQUIRED.

SU-2EG-C

COSTCO
DEVELOPMENT

SU2 SU-1 C-2 PERMISSIVE USES [T
| ORSU2EG-C :

SOUTHERMANMVE SE

SU-2 EG-C 1 %
"

L-21

10,600 CENTRAL AVE, SE
ALBUQUERQUE, NM 87123

68,800 SQ. FT BUILDING

TYPE VA CONSTRUCTION
SPRINKLED

48'—5" BUILDING HEIGHT
OCCUPANCY GROUP—RES. R-2

2 EXISTING FIRE HYDRANT NEAR SITE

ALL ACCESS ROADS AND FIRE LANES
HAVE GRADES LESS THAN 10% AND A
LOAD CAPACITY OF 75,000 POUNDS.

ALL ACCESS ROADS AND FIRE LANES
WILL ACCOMMODATE A 28" MINIMUM
TRUCK TURNING RADIUS

Fl APPAR. TURI
=20

128 Monroe Street NE
Albuquerque, NM 87108

505-268-8828 | www.iacivil.com

Civil Engineering Consultants

Isaacson&
: 4 !

Arfman, Inc.

ALBUQUERQUE, NM 87123

LUMINARIA SENIOR COMMUNITY
10600 CENTRAL AVE SE

19-0058
07/10/2020
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